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This woofer / subwoofer based on Morel's T g;qf-e
renowned MW series. This woofer offers = & Q Q 116.20
5.17 diameter voice coil and double vented o £ B Maunting
ferrite magnets resulting in higher power :E “‘ﬂ‘ oy, 2t
handling then any other woofer in its price ~ & PN
category. with a sturdy laminated carbon/
aper cone, -
il 225mm
SPECIFICATION FREQUENCY
General Data
Qverall Dimensions DxH 263mm X 143mm(10.35" X 5.637) for SPL vs Freq
Nominal Power Handling (DIN) P 500 Watt i
Transient Power 10ms 1500 Watt
Sensitivity 2.83V / 1M 88 dBSPL "
Frequency Response See graph Jadeaase:
Cone Materal Carbon Fiber Laminated Paper ,—f"' — P
Net Weight Kg 6.1kg o y o — 1~
Electrical Data / -
Nominal Impedance z 40 L y.
DC Resistance Re 2.820 y i
Voice Coil Inductance @ 1kHz Le 1.07 mH ™ J,”
Voice Coil and Magnet Parameters /
Voice Coil Diameter D 130 mm (5.1") - Lmas
Vaice Coll Heght 32 rm (1.2%) e R it T B el e
Maagnetic Gap Height HE 12 mm (0.47") h:hifi:‘::‘\:::‘:l:tl\:\Ill:f:rllr::\l.-::Il:;':rl\:::r::uv'll m :rud.r'lm 113 sckran smanshing |s applied. Input wokage iv
Max, Linear Excursion Xmax + 10mm (0.39")
Voice Coil bobbin Aluminum IMPEDANCE
Voice Coil Wire Hexatech™ 100% Aluminum g 00 g s g ows s
Nurmber Of Layers 2 f
Magnet System Type Double Magnet Vented 1]
Magnetic Flux Density B 0.61T i
BL Product B:L 11.1 T:M V4
T-S Parameters 3 volt o ¥ 1
Suspension Compliance Cms 0.35 mmy/N '
Mechanical Q Factor Qms 1.5 e //
Electrical Q Factor Qes 0.4 | W,
Total Q Factor Qts 0.31 o /.«" T e
Mechanical Resistance Rms 11.3 N-5/M \\ i
Moving Mass Mms 104.6 g )
Equivalent Air Volurme Vas 60 LEr
Res’un'_ance_FrEquencY F‘ 25 l-tz ‘1& W N [11] 100 205 L1 i 1] " 10w .‘“:ﬂ:”
ErfEEtNE P‘Stﬂn AI"Ea 5d 345 Emz crivir b maried igidly n M sl with ne baifle o eclosune. input dignal b a vepoed dnuecidad @t 5FiMS. impedanc b messured
wing comslant sollage method Mo srooting is applied
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