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General specs

Power handling

T/S Parameters Design details Ordering codes:
Nominal Diameter:

Rated Impedance:

AES Power:

Program Power:

Peak Power:

Resonant frequency:

Nominal sensitivity

Re:

Le:

Dome Material:

Surround material:

Magnet material:

Overall diameter:

Bolt circle diameter:

Throat diameter:

Number of mounting holes:

Depth (front to rear):

Net weight:

Recone kits:

Voice Coil
Diameter:

Winding wire:

Former:

Frequency response & Impedance

Frequency response measured on IAC baffle

2D drawing

Key features:

Design notes:

Specifications:

info@redcatt.net www.redcatt.net

General specs

Power handling

T/S Parameters Design details Ordering codes:
Nominal Diameter:

Rated Impedance:

AES Power:

Program Power:

Peak Power:

Resonant frequency:

Nominal sensitivity

Re:

Le:

Dome Material:

Surround material:

Magnet material:

Overall diameter:

Bolt circle diameter:

Throat diameter:

Number of mounting holes:

Depth (front to rear):

Net weight:

Recone kits:

Voice Coil
Diameter:

Winding wire:

Former:

Frequency response & Impedance

Frequency response measured on IAC baffle

2D drawing

In many cases REDCATT 
produces 4 ohms, 8 ohms and 
16 ohms versions. Indicate 
what impedance do you need 
in your request.

In many cases REDCATT 
produces 4 ohms, 8 ohms and 
16 ohms versions. Indicate 
what impedance do you need 
in your request.

1” Air Motion TransformerAMT2838

	 Introducing our Air Motion 
Transformer AMT2838, meticulously en-
gineered to elevate the auditory expe-
rience in high-fidelity audio products. 
Designed to be the pinnacle of sound 
reproduction, the AMT2838 delivers 
ultra-clean, detailed, and well-defined 
mid to high-frequency sound, setting a 
new standard in audio excellence. 
 
Crafted with precision manufacturing, 

stringent quality control processes, 
and advanced glue dispensing tech-
niques, our AMT2838 is engineered for 
long-term durability and unwavering 
performance, ensuring that the product 
in your hands is synonymous with reli-
ability and stability. 
 
The AMT2838‚Äôs magnetic system 
provides a robust B field to the formed 
diaphragm, enhancing its overall per-

formance and contributing to its excep-
tional sound output. The diaphragm 
assembly is a marvel in engineering, 
featuring polyimide foils encapsulating 
aluminum conductive film. Our innova-
tive high-precision forming technique 
ensures that each diaphragm is crafted 
with a high degree of repeatability, 
enhancing unit-to-unit consistency and 
delivering stability, resulting in unparal-
leled audio performance.

AMT2838X-541A

•	 SMOOTH FREQUENCY 
RESPONSE IN WORKING 
RAGE, VERY LOW HAR-
MONIC DISTORTION 

•	 COMPACT DESIGN WITH IN-
TEGRATED WAVEGUIDE

•	 BEST USE IN HIGH PER-
FORMING HI-FI AUDIO 
SYSTEMS

1”
4 ohm

10 watts
20 watts
40 watts

n/a in.
Aluminum
kapton

2200 Hz

4.0 ohm
n/a mH

n/a
Kapton
Neodymium
93*68 mm
77*52 mm
n/a mm
4
27.1 mm
0.22kg

RCAMT2838X-541A

96 dB

1” Neodymium Compression Driver075NCD

The 075NCD compression driver is a 
high performance, high frequency de-
vice ideal for professional loudspeaker 
systems, high output hi-fi systems and 
after market car audio applications. The 
driver‚Äôs neodymium based magnetic 
circuit provides a robust, high force BL 
field, providing precision control of the 
Polyimide diaphragm assembly. The 
unit delivers the frequency response 
and high power handling through 0.75 

inch exit throat. 
Diaphragm Assembly 
The driver features a 19mm Polyimide 
diaphragm formed as single piece with 
Polyimide suspension. 
The dome is carefully attached to a 
high temperature Kapton voice coil 
former that withstands the long term 
power characteristics typically seen in 
professional applications. The acoustic 
output exits through a bullet phase 

plug and a 0.75 inch throat aperture. 
Nominal sensitivity is 109 dB 1watt / 1 
meter.

075NCDX-015

•	 HIGH SENSITIVITY IN VERY 
SMALL BODY 

•	 LIGHTWEIGHT, SUITABLE FOR 
PORTABLE PRODUCTS

•	

1”
8 ohm

20 watts
40 watts
80 watts

0.75 in.
CCAW
kapton

2300 Hz

7.0 ohm
n/a mH

Polymer
Polymer
Neodymium
59.5 mm
53 mm
19 mm mm
4
35 mm
0.17 kg

RC075NCDX-015

100 dB


