
VIDEO TUTORIAL >>

https://www.youtube.com/watch?v=7huHn2JoGkA


What is JAB3?

JAB3 are audio amplifier boardsintegrated with ADAU1701 DSP,coveringfour modelsas stereo 50W, stereo
30W, mono 100W andmono 60W. Fourpotentiometersare pre-mountedon JAB3 for easycontrol of the audio
system,throughwhich,customerscanadjustvolume,high-passfilter andgain. Pleaserefer to the datasheetfor
detailedinformation.

In addition,with connectionwith stereoor monoJAB2, customerscanget audio4.0/2.1 systemintegratedwith
both DSPandBluetooth.

It is recommendedto useMONOJAB3 as0.1 whenbuildingaudio2.1 system.

This document mainly describeshow to achieveI2S input and I2S
output with WONDOMJAB3, together with the required program
configurationon SigmaStuido.



I2S Input Steps Step 1: Connect JAB3 with AA-AB41161

Connection between JAB3 and AA-AB41161 - CS5343 
Analog to I2S Decode Board  

Step 4: JAB3 Configuration

Turn off signal level sensor system employed in JAB3

Step 5: Power supply

Power Adapter
Battery board

MCLK required
No MCLK required

Step 2: MCLK Setting

Step 3: Program Configuration

MCLK required
No MCLK required



Position 2 (MP04), 3(MP05), 5(MP00) and 10(GND) of J2 

on JAB3 are used for I2S input.

Connect JAB3 & AA -AB41161
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I2S input position on JAB3 CS5343 Analog to I2S Decode Board - AA-AB41161
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AA-AB41161 is a decode board to convert analog signal 

to I2S signal. J16 and OUT are used for I2S output.



Connect JAB3 & AA -AB41161
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Pin-to-Pin Connection



MCLK Setting

IfȅƻǳǊ ŀǳŘƛƻ ǎƻǳǊŎŜ ƻǊ !5/ Ƙŀǎ a/[Y ƻǳǘǇǳǘΣ ǇƭŜŀǎŜ ŎƻƴƴŜŎǘ ȅƻǳǊ Ψa/[YΩ ǘƻ Ǉƛƴм 
of Y1 on JAB3 (the position in red box) and set the device as Master Mode, set 
JAB3 as Slave Mode.
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MCLK Required
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